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项目  Items

类别温度范围
Category Temperature Range

额定电压范围
Rated Voltage(UR)

标称电容量范围
Nominal Capacitance Range(CR)

标称电容量允许偏差
Allowed Capacitance Tolerance(CT)

漏电流
Leakage Current(IL)

损耗角正切值
Tangent of loss angle(Tanδ)

耐久性
Load life

特性  Performance Characteristics

-25℃ ~ +105℃

160 ~ 450V

2.2~330μF

±20%(M)

低温特性
Characteristics at low temperature

+105℃,1000小时贮存后,恢复16小时后：
After storage for 1000 hours at +105℃ and then recovery 16 hours:
电容量变化率Capacitance change  ：±20%初始测量值以内 within ±20% of initial value
损耗角正切值 Tanδ                         ：≤2倍初始规定值  Not more than 200% of specified value
漏  电  流  Leakage current            ：≤4倍初始规定值  Not more than400% of specified value 

+105℃，不超过额定电压的范围下叠加额定纹波电流，连续加载额定电压8000小时，恢复16小时后：
Overlay the rated ripple current within the range of rated voltage and continuously load the rated voltage for 8000 hours+105，
Rrecover for 16 hours；
电容量变化率Capacitance change  ：±20%初始测量值以内 within ±20% of initial value
损耗角正切值 Tanδ                         ：≤2倍初始规定值  Not more than 200% of specified value
漏  电  流  Leakage current            ：≤初始规定值 Not more than specified value

120Hz,+20℃

+20℃ 
after 5 minutes

120Hz,+20℃

Max.
120Hz,+20℃

Max.
120Hz

高温贮存
Shelf life

I≤0.02CRUR +25 (μA)

UR (V)

Tanδ

160

0.20

200

0.20

250

0.20

350

0.24

400

0.24

450

0.24

当容量大于1000μF时，每增加1000μF，其损耗角正切值增加0.02
When nominal capacitance exceeds 1000μF, add 0.02 to the value above for each 1000μF increase.
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αMAX
﹝L＜20﹞1.5

﹝L≥20﹞2.0
βMAX

﹝D＜20﹞0.5

﹝D≥20﹞1.0

FZ
保证105℃ 8000小时。Endurance :8000h at 105℃.

额定电压范围：160~450V。Rated Voltage Range: 160~450V.

耐高纹波，耐高温，特长寿命。

High Ripple Current High Temperature , Extremely Long Life.

满足RoHS。RoHS  Compliant.
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CR(μF) Kf
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单位 Unit: mm
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UR(V)
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主要技术性能  Specifications

尺寸图   Dimension drawings

频率修正系数  Frequency Coefficient

特点  Features

4min

规格特性表
Table of specifications and characteristics
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  Lwhpv

ָ□ẙ ᶀ
Category Temperature Range

ḧּכᴙ ᶀ
Rated Voltage(U R)

‰ ḳכּ ᶀ
Nominal Capacitance Range(C R)

‰ ḳכּ ӹ ӭṮ
Allowed Capacitance Tolerance(C T)

╙כּ◖
Ohdndjh Fxuuhqw+LL)

Ὣ ⃰֬Ӫ
Wdqjhqw ri orvv dqjoh+WdqƜ,

Ѱớ
Load life

⸗ớ  Shuirupdqfh Fkdudfwhulvwlfv

058ɫ ¢ .438ɫ

493 ¢ 783Y

515¢663ƤI

°53(+P,

Ӊ□⸗ớ
Characteristics at low temperature

.438ɫ/4333ṇῊ ḕᵅ/Ỡᶶ49ṇῊᵅχ
Diwhu vwrudjh iru 4333 krxuv dw .438ɫ dqg wkhq uhfryhu| 49 krxuv=
ḳכּ ᴪקꞌFdsdflwdqfh fkdqjh  χ°53(ִḊ╜ ӪҨԓ zlwklq °53( ri lqlwldo ydoxh
Ὣ ⃰֬Ӫ WdqƜ                         χ˅5ӤִḊ ḧӪ  Qrw pruh wkdq 533( ri vshflilhg ydoxh
Ohdndjh fxuuhqw            χ˅7ӤִḊ  ╙  כּ  ◖ ḧӪ  Qrw pruh wkdq733( ri vshflilhg ydoxh 

.438ɫιј ḧּכᴙ￼ ᶀїᴬז ḧ ι╙כּ└ ז ḧּכᴙ;333ṇῊιỠᶶ49ṇῊᵅχ
Ryhuod| wkh udwhg ulssoh fxuuhqw zlwklq wkh udqjh ri udwhg yrowdjh dqg frqwlqxrxvo| ordg wkh udwhg yrowdjh iru ;333 krxuv.438ι
Uuhfryhu iru 49 krxuvψ
ḳכּ ᴪקꞌFdsdflwdqfh fkdqjh  χ°53(ִḊ╜ ӪҨԓ zlwklq °53( ri lqlwldo ydoxh
Ὣ ⃰֬Ӫ WdqƜ                         χ˅5ӤִḊ ḧӪ  Qrw pruh wkdq 533( ri vshflilhg ydoxh
Ohdndjh fxuuhqw            χ˅ִḊ  ╙  כּ  ◖ ḧӪ Qrw pruh wkdq vshflilhg ydoxh

453K}/.53ɫ

.53ɫ 
after 5 minutes

453K}/.53ɫ
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453K}/.53ɫ
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□ ḕ
Shelf life
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Ẹḳ ᶽ҈4333ƤIῊι⅛ᶭ4333זƤIιԎὫ ⃰֬Ӫᶭ3135ז
Zkhq qrplqdo fdsdflwdqfh h{fhhgv 4333ƤI/ dgg 3135 wr wkh ydoxh deryh iru hdfk 4333ƤI lqfuhdvh1
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FZ
Ӡ 438ɫ ;333ṇῊ Hqgxudqfh =;333k dw 438ɫ1

ḧּכᴙ ᶀχ493¢783Y Udwhg Yrowdjh Udqjh= 493¢783Y1

└ι □ι⸗ ṁᵘ

Kljk Ulssoh Fxuuhqw Kljk Whpshudwxuh / H{wuhpho| Orqj Olih1

◑ UrKV UrKV  Frpsoldqw1
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